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Silicone Coated Fibreglass Heat Insulation Tape Sizes. 

The tables below list all our standard sizes of Silicone Coated Fibreglass Insulation Tape in full rolls 

and 5mtr, pre-cut Rolls. To quickly find any on our website, just search for the SWM part number 

listed. Alternatively, browse the full range at  

swiftsupplies.com.au/silicone-coated-fibreglass-insulation-tape-250c-range 

 

Thickness Width Colour 
5 Metre Roll 

Part Number 

30 Metre Roll 

Part Number 

1.6mm 50mm Black SWM000435P01V0001 SWM000435B01V0001 

1.6mm 75mm Black SWM000435P01V0002 SWM000435B01V0002 

1.6mm 150mm Black SWM000435P01V0003 SWM000435B01V0003 

3.2mm 50mm Red SWM000436P01V0001 SWM000436B01V0001 

3.2mm 75mm Red SWM000436P01V0002 SWM000436B01V0002 

3.2mm 100mm Red SWM000436P01V0003 SWM000436B01V0003 

6.4mm 25mm Blue SWM000437P01V0001 SWM000437B01V0001 

6.4mm 50mm Blue SWM000437P01V0002 SWM000437B01V0002 

6.4mm 75mm Blue SWM000437P01V0003 SWM000437B01V0003 

6.4mm 100mm Blue SWM000437P01V0004 SWM000437B01V0004 

 

 

Overview 

Our Silicone Coated Fibreglass Fabric Tape is a 

high temperature, heat resistant insulation tape 

used in a variety of applications. This tape 

consists of a premium quality woven fibreglass 

fabric that is coated on both sides with a silicone 

finish. The result is a tape with superior abrasion, 

moisture and environmental resistance that can 

handle temperatures up to 250°C. 

 

Used for a variety of applications including... 

• Manufacturing High Temperature 

Rectangular Gaskets and Seals for Ducts, 

Formwork and Equipment. 

• Moisture and Abrasion Resistant Lagging. 

• Insulating and Protecting Cables and Hoses 

used in High Heat Environments. 

• As High Strength Reinforcement Straps on 

Cloth Expansion Joints and Bellows. 

• Around the Edges of High Temperature 

Welding Blankets or Fire Blankets.. 

• Construction of flat high temperature 

gaskets. 

 

Key Specifications 

Colour 
Varies by 
Thickness 

Adhesive None 

Temperature Rating 230°C 

Abrasion Resistance Excellent 

UV Resistance Good 
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